
E/60.2 4P

Overall measurements (mm)

Height/Width/Depth 600/510/45

Measurements of base unit:

Width/Depth 582/492

Electric connection

Power supply (V) 230
Frequence (Hz) 50/60
Maximum nominal power (W) 5500

Gas

Maximum power (Kw) ­
Gas types: butane, propane, natural •

Heating elements

Triple ring burner 3.8 Kw ­
Triple ring burner 3.5/4.0 Kw ­
Triple ring burner 3.35 Kw ­
Triple ring burner 3.1 Kw ­
Fish burner 2.8 Kw ­
Fast burner 3.0 Kw ­
Fast burner 2.8 Kw ­
Fast burner 2.6 Kw ­
Fast burner 2.3 Kw ­
Semi fast burner 1.75 Kw ­
Semi fast burner 1.70 Kw ­
Semi fast burner 1.30 Kw ­
Auxiliary burner 1.0 Kw ­
Electric solid plate Ø 145 mm, 0,700 W ­
Electric solid plate ø 145 mm, 1,000 W 1
Electric solid plate ø 145 mm, 1,500 W 1
Electric solid plate ø 180 mm, 1,500 W 2

Features

Squared corners •
Round corners ­
Auto ignition ­
Autolock safety device ­
Power­on lamp indicator •

Accessories

Enameled grids for cooking over burners •
Cast iron grids for cooking over burners ­
Individual cast grids ­
Grid accessory ­
Supplementary small recipient ­

CHARACTERISTICS

.  Lateral control knobs

.  Colour: stainless steel

.  Dimensions: 600 x 510 mm

.  Teka family look control knobs

.  4 cooking zones: 2 electric solid plates, 180
mm Ø, 1,500 W, 1 electric solid plate, 145
mm Ø, 1,500 W, 1 electric solid plate, 145
mm Ø, 1,000 W

.  Power­on lamp indicator

TECHNICAL DRAWING


